A
COMRLIANT

JFRD4

120V, 220V-230V and 277V
4" Fire Rated Luminare, 2hours, Airtight

+ AC Direct Module -
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TML-24B TML-24R TML-28
Baffle Reflector Gimbal
TML-84E TML-215
Eyeball Lens
LINE DRAWING SPECIFICATION
Input Voltage 120V and 277V AC
Wattage (Typ) 10W
- Lumen (typ) 800 (80CRI) 700 (90CRI)
| Efficacy (LPw) 80 ImMW 70 ImMW
\ I 5-7/8"
416" g |]n llu (149mm) CR I (Typical 80, 90
(103“2mm) - jﬁ _q Color (+/-5%) 2700K, 3000K, 4000K, 5000K
e T — Dimming Triac or 0-10V/(Consult with factory for approved dimmers)
4" 8-1/8"
(@102.2mm) (207mm)
FEATURES and FUNCTIONS
Structure Housing

e UL514A complicant Jbox design.
e |C airtight and Chicago plenum rated.
e Concrete mount available.(Optional)

LED Engine / Trim assembly

e 120V AC LED module with integrated IC chip imbed on board and
10-100% Triac dimming with most of leading and trailing edge dimmers.

e Available in various trim option.(See above trim list)
e Fasy quick connector for installation.

® 16 gauge galvanized steel in red coated.
¢ |C and Non-IC applications.
e Damp location and Wet location (with TML-215 only).

Listing

e | ED Engine / Trim assembly : CSA-us listed.
e Housing : UL 1598 downlgiht.

e 2hr fire rated per UL514A.

e State of california Title 24.

e Energy star Aprroved & Listed.

Warranty
e byears of lamp life.
ORDERING INFORMATION
Housing CRI CccT Trim Reflector Finish | Baffle Finish | Metal Trim Ring Finish
JFRD4 4", 10W 8 80 21 2700K TML-24B  Baffle HC Haze Clear WH White WH White
9 90 30 3000K TML-24R  Reflector WH White BK Black BK Black
40 4000K TML-28  Gimbal
50 5000K TML-84E  Eyeball
TML-215  Lens *for TML-24R *or TML-24B
*Consult with factory for custom finishes

Example : JFRD4-830

Example : TML-24B-WH
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