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Project
Incandescent or Compact Fluorescent
Interior Step Light

Prepared by

INCANDESCENT & FLUORESCENT

4-15/16"
(125mm)
9-7/16"
‘ (240mm) '
[ Trims
8-5/16" 8-5/16"
Louvered face pate \ (211mm) | | (211mm) |
e TM-811-WH ]
— TM-811-BK | . ”
_—— TM-811-SI [ 3-7/16 [j]: 3-7/16
e (88mm) (88mm)
- | — |
Open face plate
TM-812-WH = = - -
TM-812-BK o o] I N . ] T AR
TM-812-SI :[ 3-1/2” 3-1/2”
(89mm) (89mm)
o o T e J o )z = e _{
r DESIGN FEATURES
¢ 40W Max. A19 lamp for ST-820 * Trims finished in white, black or silver painted.
« 9W, 13W CFL lamps for STF-820 * Heat treated glass in lens trim.
« NON-IC housing, thermally protected ballast.
« UL, C-UL listed for damp location.
* 16-gauge steel housing with white polyester coating.
Ordering Information
Housing Lamps Watt. Ballasts Trims Finish Option
ST-820 -A : 40W A19 N/A -TM-811 : Louvered -WH : White -27 : 277V Electronic
(Incandescent) -TM-812 : Open -BK : Black Ballast
-9 : (1)9W CFL N : 120V NPF Magnetic Stz Silver
STF-820 : : gnet
(Compact Fluorescent) -13: (1)13W CFL N : 120V NPF Magnetic
NE : 120V NPF Electronic
HE : 120V HPF Electronic
Example : ST-820A-TM-811-WH
STF-820-9NM-TM-811-WH
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